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4. Place the Sigmadeck platform at the 2nd 
rung and lock all castor brakes by moving 
the lever down. 

 

5. Stand on platform to fit side guardrails. 
Prior to utilising platform, use one brace 
and fit to top rung at front of unit as 
protection whilst on platform. 

 
6. Fit guardrail frames on top of sigmadeck 

frames. 

7. Attach guardrail braces to top rung of 
guardrail frames  (both sides). 

 
8. Attach another guardrail brace at lower 

rung ensuring that brace hook faces 
outward. 
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9. Step down from platform and remove platform from 

temporary position. 
 
10. Remove temporary brace from top rung of base 

frames and re-position at bottom rung of guardrail 
frames (hook facing outward) to complete guardrail 
protection to finished platform position. 

11. Place platform at top rung of sigmadeck base 
frames. 

 
12. The toeboard set can now be placed on the 

platform, unfolded and positioned. 

The Sigmadeck 250 platform is complete and ready to use. 



For Technical advice (or further information) on SIGMADECK 250, please contact:

Turner Access Ltd, 65 Craigton Road, Glasgow, G51 3EQ

Tel: +44 (0) 141 309 5555  Fax: +44 (0) 141 309 5436

enquiries@turner-access.co.uk  www.turner-access.co.uk


